What is claimed is: 

1. A server client system comprising: 
a server and 

a client connected to said server, 

said server including a port number transmitter transmitting, on a 
first port number, a second port number to said client, and 

said client including a communicator communicating with said 
server on the second port number transmitted from said server. 

2. The server client system according to claim 1, wherein 

said port number transmitter transmits identification information 
having a first value or a second value to said client, and 

said communicator communicates with said server on the second 
port number when said identification information transmitted from said 
server has the first value, and said communicator communicates with said 
server on a third port number when said identification information has the 
second value. 

3. A server client system comprising: 
a server and 

a client connected to said server, 

said server including a waiter waiting for communication from said 
client on a port number being used at the present and a port number used in 
the past, 

said client including a communicator communicating with said 
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server on a port number stored in port number storage, 

said server further including a transmitter transmitting the port 

number being used at the present to said cUent on the port number on 

which said client communicated with said server when receiving the 

communication from said client, and 

said client further including a rewriter rewriting the port number 

stored in said port number storage into the port number transmitted from 

said server. 

4. The server client system according to claim 3, wherein 
said transmitter transmitting another port number on the port 

number on which said client communicated with said server, and 

said client further includes another communicator communicating 

with said server on the another port number transmitted from said server. 

5 . A server client system comprising: 
a server and 

a client connected to said server, 

said server including a waiter selecting a port number available 
among a plurality of port numbers and waiting for the commxmication from 
said client on the selected port number, 

said client includes including a communicator selecting a port 
number to be used among said plurality of port numbers and 
communicating with said server on the selected port number, 

said server further including a responder responding to said client 
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when receiving the communication from said client; and 

said client further including a changer changing said port number to 
be used when receiving no response from said server. 

6. The server client system according to claim 5, wherein 

said server further includes a transmitter transmitting another port 
number on the selected port number, and 

said client ftirther includes another commvinicator communicating 
with said server on the another port number transmitted from said server. 

7. A server client system comprising: 

a server in which a server application program for providing a 
predetermined service is installed and 

a client connected to said server and in which a client application 
program for providing said service is installed, wherein 

said server client system further comprising a guidance master 
application program and a guidance server application program for 
managing setting information regarding said service and an update date 
and time of the setting information, 

said guidance master application program including the step of 
inquiring the setting information and the update date and time of said 
guidance server application program, 

said client application program including the step of inquiring the 
setting information and the update date and time of said guidance server 
application program , 
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said guidance server application program including the step of 
informing the setting information and the update date and time in response 
to said inquiry, 

said guidance master application program further including the step 
of comparing said informed update date and time with the update date and 
time managed by said guidance master application program, and updating 
the setting information managed by said guidance server application 
program with the setting information managed by said guidance master 
application program when said informed update date and time are older 
than the update date and time managed by said guidance master 
appUcation program, and 

said client application program further including the step of 
comparing said informed update date and time with the update date and 
time managed by said client application program, and updating the setting 
information managed by said client application program with said informed 
setting information when said informed update date and time are newer 
than the update date and time managed by said client application program. 

8. The server client system according to claim 7, wherein 
said setting information includes a port number, and 

said guidance server application program is installed in said client. 

9. The server client system according to claim 8, wherein 
said server client system includes a plurality of said clients. 
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10. A server connected to a client, said server comprising: 
a port number setter setting a first pot number, and 

a port number transmitter transmitting, on the set first port number, 
a second port number to said client. 

11. The server according to claim 10, wherein 

said port number transmitter fiirther transmits identification 
information having a first value indicating the second port number to be 
used by said client or a second value indicating a third port number to be 
used by said client. 

12. A client connected to a server, said client comprising: 

a receiver receiving, on a first port number, a second port number 
transmitted firom said server, and 

a communicator communicating with said server on the second port 
number transmitted fi:om said server. 

13. The client according to claim 12, wherein 

said receiver fiirther receiving identification information having a 
first value or a second value transmitted firom said server, and 

said communicator communicates with said server on the second 
port number when the received identification information has the first value, 
and said communicator communicates with said server on a third port 
number when the received identification information has the second value. 



45 



